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Environmental Protection Agency § 125.83 

Section 316(b) of the CWA provides that 
any standard established pursuant to 
sections 301 or 306 of the CWA and ap-
plicable to a point source shall require 
that the location, design, construction, 
and capacity of cooling water intake 
structures reflect the best technology 
available for minimizing adverse envi-
ronmental impact. 

(c) New facilities that do not meet 
the threshold requirements regarding 
amount of water withdrawn or percent-
age of water withdrawn for cooling 
water purposes in § 125.81(a) must meet 
requirements determined on a case-by- 
case, best professional judgement 
(BPJ) basis. 

(d) Nothing in this subpart shall be 
construed to preclude or deny the right 
of any State or political subdivision of 
a State or any interstate agency under 
section 510 of the CWA to adopt or en-
force any requirement with respect to 
control or abatement of pollution that 
is more stringent than those required 
by Federal law. 

§ 125.81 Who is subject to this subpart? 

(a) This subpart applies to a new fa-
cility if it: 

(1) Is a point source that uses or pro-
poses to use a cooling water intake 
structure; 

(2) Has at least one cooling water in-
take structure that uses at least 25 per-
cent of the water it withdraws for cool-
ing purposes as specified in paragraph 
(c) of this section; and 

(3) Has a design intake flow greater 
than two (2) million gallons per day 
(MGD). 

(b) Use of a cooling water intake 
structure includes obtaining cooling 
water by any sort of contract or ar-
rangement with an independent sup-
plier (or multiple suppliers) of cooling 
water if the supplier or suppliers with-
draw(s) water from waters of the 
United States. Use of cooling water 
does not include obtaining cooling 
water from a public water system or 
the use of treated effluent that other-
wise would be discharged to a water of 
the U.S. This provision is intended to 
prevent circumvention of these re-
quirements by creating arrangements 
to receive cooling water from an entity 
that is not itself a point source. 

(c) The threshold requirement that at 
least 25 percent of water withdrawn be 
used for cooling purposes must be 
measured on an average monthly basis. 
A new facility meets the 25 percent 
cooling water threshold if, based on the 
new facility’s design, any monthly av-
erage over a year for the percentage of 
cooling water withdrawn is expected to 
equal or exceed 25 percent of the total 
water withdrawn. 

(d) This subpart does not apply to fa-
cilities that employ cooling water in-
take structures in the offshore and 
coastal subcategories of the oil and gas 
extraction point source category as de-
fined under 40 CFR 435.10 and 40 CFR 
435.40. 

§ 125.82 When must I comply with this 
subpart? 

You must comply with this subpart 
when an NPDES permit containing re-
quirements consistent with this sub-
part is issued to you. 

§ 125.83 What special definitions apply 
to this subpart? 

The following special definitions 
apply to this subpart: 

Annual mean flow means the average 
of daily flows over a calendar year. His-
torical data (up to 10 years) must be 
used where available. 

Closed-cycle recirculating system means 
a system designed, using minimized 
makeup and blowdown flows, to with-
draw water from a natural or other 
water source to support contact and/or 
noncontact cooling uses within a facil-
ity. The water is usually sent to a cool-
ing canal or channel, lake, pond, or 
tower to allow waste heat to be dis-
sipated to the atmosphere and then is 
returned to the system. (Some facili-
ties divert the waste heat to other 
process operations.) New source water 
(make-up water) is added to the system 
to replenish losses that have occurred 
due to blowdown, drift, and evapo-
ration. 

Cooling water means water used for 
contact or noncontact cooling, includ-
ing water used for equipment cooling, 
evaporative cooling tower makeup, and 
dilution of effluent heat content. The 
intended use of the cooling water is to 
absorb waste heat rejected from the 

VerDate Aug<04>2004 00:15 Aug 13, 2004 Jkt 203159 PO 00000 Frm 00325 Fmt 8010 Sfmt 8002 Y:\SGML\203159T.XXX 203159T


